
 DEPARTMENT OF THE ARMY 
 BUFFALO DISTRICT, CORPS OF ENGINEERS 

 1776 NIAGARA STREET 

 BUFFALO, NEW YORK 14207-3199 

 

 

    REPLY TO 

    ATTENTION OF: 

 

 

 

 

 

January 14, 2016 

 

Regulatory Branch 

 

SUBJECT:  Coordination Prior to Letter of Permission Authorization, Processing No. 1995-

047923, Location: Spinnaker Bay Condominium Association, Port Clinton, Ottawa County, 

Ohio. 

 

Email to:  john.kessler@dnr.state.oh.us 
 

Mr. John Kessler, P.E.  

Environmental Services Administrator 

Office of Real Estate 

Ohio Department of Natural Resources 

2045 Morse Rd., Columbus, OH 43229-6605 

 

 The U.S. Army Engineer District, Buffalo, is considering the issuance of a LETTER OF 

PERMISSION to: 

 

Mr. Roger Noblit 

Spinnaker Bay 

PO Box 235 

Port Clinton, Ohio 43452 

  

Authorizing work as follows: to dredge approximately 5,600 cubic yards (CY) from the 

marina at the Spinnaker Bay Condominium Association including approximately 1,600 CY from 

the marina entrance channel and approximately 4,000 CY from a sand bar that has formed across 

the access channel. The area is to be dredged to a depth of approximately 566.0 International 

Great Lakes Datum (IGLD) 1985 to allow sufficient water depth for navigation (Sheets 1 to 3 of 

14).   The dredge material from northern portion of the entrance channel and access channel will 

be sidecasted into the nearshore area of Lake Erie east of the existing marina (Sheet 4 and 5 of 

14).  Three sediment samples were tested for grain size and Total Organic Carbon (TOC). The 

TOC Sample 2 was reported to be 3.24g/kg and comprised of 77.2 percent sand (Sheet 6 to 7 of 

14).  The TOC of Sample 3 from the eastern edge of the sand bar was reported to 3.01g/kg and 

comprised of 74.1 percent sand and the TOC of Sample 4 from the western edge of the access 

channel was reported to 5.17 g/kg and comprised of 71.4 percent sand (Sheets 8 to 9 of 14).  

 

The applicant also requested authorization to dredge sediment from the southern portion of 

the entrance channel to a depth of 566.0 IGLD.  Sample 1 from collected from this portion area 

consisted of 321 g/kg TOC and comprised of 62.3 % sand, and 37.7 % silt and clay.  The 

sampling indicates the material from samples 1 is unsuitable for nearshore disposal and therefore 

it will be discharged in upland disposal area (Sheet 10 to 14 of 14).  The dredging of the marina 



 
 

 -2- 

basin is being evaluated under Nationwide Permit No. 35 Maintenance Dredging of an Existing 

Marina. 

 

Please review and comment on the enclosed copy of the applicant's submittal. 

 

 Questions pertaining to this matter should be directed to me at (419) 898-3491, by writing to 

the following address: Brian Swartz, U.S. Army Corps of Engineers, 240 Lake Street, Unit D, 

Oak Harbor, Ohio  43449, or by e-mail at: brian.p.swartz@usace.army.mil 

 

**IMPORTANT NOTE** -- PLEASE RESPOND WITHIN 15 DAYS OF THE ABOVE 

DATE OR WE WILL ASSUME YOU HAVE NO OBJECTION TO THE ISSUANCE. 
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